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Art.-Nr. 211.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

S 1-27 i

Assembly video
http://q-r.to/05z7

Field of use
Indoors

Tabletop
* Chipboard 16mm, metal frame 36mm

Net set
Club-EN-stationary

Undercarriage
Automatic (type 4a), black

Wheels
4 double wheels Ø 125mm, 
2 wheels are manoeuvrable

Locking system
Hook system

Special features
Bat and ball holder, safety bar
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/05z7

Dimensions
Storage position: L=159cm (with net 180cm) x W=66,5cm x H=188,5cm 
Playing position: L=274cm x W (with net)=180cm x H=76cm 
(Tabletop in accordance with international dimensions)

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=12cm

Weight
Table tennis table 62,5 kg, 
with packaging 68 kg

Field of use
Indoors. Perfect for beginners. 
In the playback-position for sole training, too.

Tabletop
* Chipboard 16mm, coated several times,
green or blue, metal frame 36mm.

Net set
Club-EN-stationary. Net: black. Net set can remain
on the table in the playback- or in storage position,
it also increases the stability of the table.

Locking system
Hook-system. Simple and automatic click-
mechanism in the storage and playing position of 
the table.

Undercarriage
Tubular-profile 25mm, black, powder-coated.

Wheels
4 double wheels Ø 125mm, 2 wheels are manoeuvrable,
allow moving the table on rough ground.

Special features
Bat and ball holder on both sides of the table, for keeping 4 balls 
and 2 bats each. Safety bar prevents climbing between or staying 
between the two tabletops.
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S 1-43 e

10 years
warranty1)

Art.-Nr. 216.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

1)for outdoor melamine resin boards
according to our warranty terms

S 1-43 e

Field of use
Outdoors

Tabletop
* Melamine resin board 4mm, metal frame 36mm

Net set
Basic stationary

Undercarriage
Compact (Type 4b), black

Assembly video
http://q-r.to/05zZ

Locking system
Rotating handle system

Special features
Bat and ball holder

Wheels
4 double wheels Ø 125mm, 
all wheels are manoeuvrable

S1
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link:  http://q-r.to/05zZ

Dimensions
Storage position: L=159cm (with net 165,5cm) x W=74cm x H=155,5cm 
Playing position: L=274cm x W (with net)=165,5cm x H=76cm 
(Tabletop in accordance with international dimensions)

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=10cm

Weight
Table tennis table 47,5 kg, 
with packaging 53 kg

Net set
Basic stationary. Net: black. Net set can remain
on the table in the playback- or in storage position.

Locking system
Rotating handle system. Unlocking by turning the 
handle.

Undercarriage
Tubular-profile 25mm, black, powder-coated.

Wheels
4 double wheels Ø 125mm, all wheels are manoeuvrable. 
Allow moving the table on rough ground.

Special features
Bat and ball holder on both sides of the table, for keeping 2 balls and 
1 bat each. 

Field of use
Outdoors. Perfect for beginners. 
In the playback-position for sole training, too.

Tabletop
* Melamine resin board 4mm, green or blue,
limited impact-resistant, resistant against damp-
ness, metal frame 36mm.
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Art.-Nr. 233.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

S 3-73 i

Assembly video
http://q-r.to/05zT

Field of use
Indoors

Tabletop
* Chipboard 19mm, metal frame 36mm

Net set
Pilot-II-EN-stationary

Undercarriage
Compact (type 4b), window grey

Wheels
4 double wheels Ø 125mm, 
2 wheels are manoeuvrable

Locking system
SMS (Smart Manual System)

Special features
Bat and ball holder

S3
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/05zT

Field of use
Indoors. For active leisure time.
In playback-position for sole training, too.

Tabletop
* Chipboard 19mm, coated several times,
green or blue, metal frame 36mm.

Net set
Pilot-II-EN-stationary. Net: black. Net set can remain 
on the table in the playback- or in storage position, 
it also increases the stability of the table.

Undercarriage
Square-profile 25 x 25mm, window grey,
powder-coated.

Wheels
4 double wheels Ø 125mm, 2 wheels are manoeuvrable,
allow moving the table on rough ground.

Special features
Bat and ball holder on both sides of the table, for keeping 4 balls and 2 
bats each.

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=12cm

Weight
Table tennis table 72,5 kg, 
with packaging 78 kg

Dimensions
Storage position: L=163cm (with net 180cm) x W=69cm x H=163cm 
Playing position: L=274cm x W (with net)=180cm x H=76cm 
(Tabletop in accordance with international dimensions)

Locking system
SMS (Smart Manual System). Handle visible from all 
sides and in any position. Drawbar underneath the 
tabletop unlocks both of the safety devices simulta-
neously. Simple and automatic click-mechanism in 
storage and playing position of the table.
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10 years
warranty1)

Art.-Nr. 234.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

1)for outdoor melamine resin boards
according to our warranty terms

S 3-73 e

Assembly video
http://youtu.be/7et3P9_fTzU

Field of use
Outdoors

Tabletop
** Melamine resin board 5mm, metal frame 36mm

Net set
Pilot-II-EN-stationary

Undercarriage
Compact (type 4b), window grey

Wheels
4 double wheels Ø 125mm, 
2 wheels are manoeuvrable

Locking system
SMS (Smart Manual System)

Special features
Bat and ball holder

S3
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/05zb

Field of use
Outdoors. For active leisure time.
In playback-position for sole training, too.

Tabletop
** Melamine resin board 5mm, green or blue,
limited impact-resistant, resistant against damp-
ness, metal frame 36mm.

Net set
Pilot-II-EN-stationary. Net: black. Net set can remain 
on the table in the playback- or in storage position, 
it also increases the stability of the table.

Undercarriage
Square-profile 25 x 25mm, window grey,
powder-coated.

Wheels
4 double wheels Ø 125mm, 2 wheels are manoeuvrable,
allow moving the table on rough ground.

Special features
Bat and ball holder on both sides of the table, for keeping 4 balls and 2 
bats each.

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=10cm

Weight
Table tennis table 54,5 kg, 
with packaging 60 kg

Dimensions
Storage position: L=163cm (with net 180cm) x W=69cm x H=163cm 
Playing position: L=274cm x W (with net)=180cm x H=76cm 
(Tabletop in accordance with international dimensions)

Locking system
SMS (Smart Manual System). Handle visible from all 
sides and in any position. Drawbar underneath the 
tabletop unlocks both of the safety devices simulta-
neously. Simple and automatic click-mechanism in 
storage and playing position of the table.
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Art.-Nr. 208.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

Assembly video
http://q-r.to/05zg

Field of use
Indoors

Tabletop
* Chipboard 19mm, metal frame 36mm

Net set
Primus-EN-stationary-compact

Undercarriage
Compact (type 4b), white

Wheels
4 double wheels Ø 128mm, 
all wheels are manoeuvrable

Locking system
SMS (Smart Manual System)

Special features
Bat and ball holder, height adjuster

S3
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/05zg 

Field of use
Indoors. The table tennis table for individuals with a 
sense of sporty design. In playback-position for sole 
training, too.

Tabletop
* Chipboard 19mm, coated several times,
grey, green or blue, metal frame 36mm.

Net set
Primus-EN-stationary-compact. Net: black, with 
stretching cord. Net set remains on the table in the 
playback- or in storage position.

Undercarriage
Tubular-profile 40mm, white, powder-coated.

Wheels
4 double wheels Ø 128mm, all wheels are manoeuvrable,
allow moving the table on rough ground.

Special features
Bat and ball holder for keeping 5 balls and 2 bats. Balance of different 
standing positions and unevenness up to 30mm through height adjust-
ment on the outer legs.

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=15,5cm

Weight
Table tennis table 76,5 kg, 
with packaging 82 kg

Dimensions
Storage position: L=165cm (with net 185cm) x W=73cm x H=159cm 
Playing position: L=274cm x W (with net)=185cm x H=76cm 
(Tabletop in accordance with international dimensions)

Locking system
SMS (Smart Manual System). Handle visible from all 
sides and in any position. Drawbar underneath the 
tabletop unlocks both of the safety devices simulta-
neously. Simple and automatic click-mechanism in 
storage and playing position of the table.
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Art.-Nr. 209.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

10 years
warranty1)

1)for outdoor melamine resin boards
according to our warranty terms

Assembly video
http://q-r.to/0601

Field of use
Outdoors

Tabletop
** Melamine resin board 5mm, metal frame 36mm

Net set
Primus-EN-stationary-compact

Undercarriage
Compact (type 4b), white

Wheels
4 double wheels Ø 128mm, 
all wheels are manoeuvrable

Locking system
SMS (Smart Manual System)

Special features
Bat and ball holder, height adjuster

S3
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/0601

Field of use
Outdoors. The table tennis table for individuals with 
a sense of sporty design. In playback-position for 
sole training, too.

Tabletop
** Melamine resin board 5mm, grey, green or blue,
limited impact-resistant, resistant against damp-
ness, metal frame 36mm.

Net set
Primus-EN-stationary-compact. Net: black, with 
stretching cord. Net set remains on the table in the 
playback- or in storage position.

Undercarriage
Tubular-profile 40mm, white, powder-coated.

Wheels
4 double wheels Ø 128mm, all wheels are manoeuvrable,
allow moving the table on rough ground.

Special features
Bat and ball holder for keeping 5 balls and 2 bats. Balance of different 
standing positions and unevenness up to 30mm through height adjust-
ment on the outer legs.

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=14cm

Weight
Table tennis table 59,5 kg, 
with packaging 65 kg

Dimensions
Storage position: L=165cm (with net 185cm) x W=73cm x H=159cm 
Playing position: L=274cm x W (with net)=185cm x H=76cm 
(Tabletop in accordance with international dimensions)

Locking system
SMS (Smart Manual System). Handle visible from all 
sides and in any position. Drawbar underneath the 
tabletop unlocks both of the safety devices simulta-
neously. Simple and automatic click-mechanism in 
storage and playing position of the table.
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Art.-Nr. 205.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

Assembly video
http://q-r.to/060I

Field of use
Indoors

Tabletop
** Chipboard 22mm, metal frame 50mm

Net set
Perfect-II-EN-stationary-compact, height-adjustable,
with stretching cord

Undercarriage
Compact (type 4b), colour: white aluminium

Wheels
4 wheels Ø 100mm, with rubber tread, all wheels 
are manoeuvrable, 2 of them are lockable

Locking system
SMS (Smart Manual System)

Special features
Bat and ball holder, height adjuster

S5
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/060I 

Field of use
Indoors. For sports in schools and clubs.
In playback-position for sole training, too.

Tabletop
** Chipboard 22mm, coated several times with
special coating, grey, green or blue, more stability
through a metal frame 50mm.

Net set
Perfect-II-EN-stationary-compact. Net: black. Net set 
can remain on the table in the playing-, playback- or 
in storage position, it also increases the stability of 
the table.

Undercarriage
Square-profile 50 x 30mm, white aluminium,
powder-coated.

Wheels
4 wheels Ø 100mm with rubber tread, 
all wheels are manoeuvrable, 2 of them are lockable.

Special features
Bat and ball holder for keeping 9 balls and 2 bats. Balance of different 
standing positions and unevenness up to 30mm through height adjust-
ment on the outer legs.

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=16cm

Weight
Table tennis table 91 kg, 
with packaging 96,5 kg

Dimensions
Storage position: L=164cm (with net 187cm) x W=72cm x H=156cm 
Playing position: L=274cm x W (with net)=187cm x H=76cm 
(Tabletop in accordance with international dimensions)

Locking system
SMS (Smart Manual System). Handle visible from all 
sides and in any position. Drawbar underneath the 
tabletop unlocks both of the safety devices simulta-
neously. Simple and automatic click-mechanism in 
storage and playing position of the table.
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10 years
warranty1)

Art.-Nr. 213.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

1)for outdoor 
melamine 
resin boards
according to 
our warranty 
terms

Assembly video
http://q-r.to/05zV

Field of use
Outdoors

Tabletop
** Melamine resin board 6mm, metal frame 50mm

Net set
Perfect-II-EN-stationary-compact, height-adjustable,
with stretching cord

Undercarriage
Compact (type 4b), colour: white aluminium

Wheels
4 double wheels Ø 128mm, 
with rubber read, all wheels are manoeuvrable

Locking system
SMS (Smart Manual System)

Special features
Bat and ball holder, height adjuster

S5
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/05zV

Field of use
Outdoors. For sports in schools and clubs.
In playback-position for sole training, too.

Tabletop
** Melamine resin board, grey, green or blue,
limited impact-resistant, resistant against damp-
ness, metal frame 50mm.

Net set
Perfect-II-EN-stationary-compact. Net: black. Net set 
can remain on the table in the playing-, playback- or 
in storage position, it also increases the stability of 
the table.

Undercarriage
Square-profile 50 x 30mm, white aluminium,
powder-coated.

Wheels
4 double wheels Ø 128mm with rubber tread, all wheels
are manoeuvrable. Allow moving the table on rough ground.

Special features
Bat and ball holder for keeping 9 balls and 2 bats. Balance of different 
standing positions and unevenness up to 30mm through height adjust-
ment on the outer legs.

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=13,5cm

Weight
Table tennis table 70 kg, 
with packaging 75,5 kg

Dimensions
Storage position: L=164cm (with net 187cm) x W=72cm x H=156cm 
Playing position: L=274cm x W (with net)=187cm x H=76cm 
(Tabletop in accordance with international dimensions)

Locking system
SMS (Smart Manual System). Handle visible from all 
sides and in any position. Drawbar underneath the 
tabletop unlocks both of the safety devices simulta-
neously. Simple and automatic click-mechanism in 
storage and playing position of the table.
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Art.-Nr. 226.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

Field of use
Indoors

Tabletop
** Chipboard 22mm, metal frame A 40mm

Net set
Classic (ITTF-approved)

Undercarriage
semi-compact (type 3), light grey

Wheels
4 wheels Ø 100mm, with rubber 
tread each tabletop, all wheels are 
manoeuvrable, 2 of them are lockable

Locking system
Handle system

Special features
Height adjuster, space-saving storage possibilities,
tabletop connector

Assembly video
http://q-r.to/05zM

S6
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Field of use
Indoors. The perfect training table.
In playback-position for sole training, too.

Tabletop
** Chipboard 22mm, coated several times with
special coating, green or blue, more stability
through a metal frame A 40mm.

Net set
Classic (ITTF-approved), net black. Height
adjustable with adjusting screw, with stretching 
cord.

Locking system
Handle system. Metal handle underneath the tab-
letop unlocks both of the safety devices simulta-
neously. Simple and automatic click-mechanism in 
storage and playing position of the table.
Undercarriage
Square-profile 30 x 30mm/40 x 40mm, light grey,
powder-coated.

Wheels
4 wheels Ø 100mm with rubber tread each tabletop, all wheels
are manoeuvrable, 2 of them are lockable.

Special features
Balance of different standing positions and unevenness up to 30mm 
through height adjustment on the outer legs. When placing the table 
in storage position, several tables can be placed into each other. High 
stability through tabletop connector.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/05zM

Packaging
Type B (double carton) 
H=158cm x L=142cm x W=20cm

Weight
Table tennis table 95,5 kg, 
with packaging 106,5 kg

Dimensions
Storage position: L=158cm x W=70cm x H=172cm 
Playing position: L=274cm x W (with net)=185cm x H=76cm 
(Tabletop in accordance with international dimensions)
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10 years
warranty1)

Art.-Nr. 239.DEFG/HI

Durable. 
Robust. 

Weatherproof.

THE alternative 
to concrete 

table.
1)for outdoor melamine resin boards

according to our warranty terms

Delivery will be made 
without bats and balls.

Subject to technical alterations.

S 6-67 e

Field of use
Outdoors

Tabletop
** Melamine resin board 10mm, metal frame 
50 x 20mm, massive substructure

Net set
Metal net 2mm

Undercarriage
Standard (type 1), light grey

Special features
Net and metal construction galvanised,
bottom attachment plate made of stainless steel

Assembly video
http://q-r.to/060N
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S6



Sponeta GmbH · Gartenstraße 52, 99994 Schlotheim, Germany · +49 (0)36021/87-0 · www.sponeta.de · tischtennis@sponeta.de

S 6-67 e

Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Field of use
Outdoors. To be used throughout the year.

Tabletop
** Melamine resin board 10mm, green or blue,
limited impact-resistant against dampness, double 
strengthening by the frame 50 x 20mm and additio-
nal cross section 50 x 20mm

Net set
Metal net made of 2mm sheet steel, galvanised
and varnished.

Locking
Solid hold through anchoring on the standing area.

Undercarriage
Galvanised sheet, light grey, powder-coated.

Special features
The best possible alternative to a table tennis table made of concrete: 
Perfect playing conditions, stable underconstruction, very reasonable 
price.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/060N

Dimensions
Playing position: L=274cm x W (with net)=159cm x h=76cm
(tabletop in accordance with international dimensions)

Packaging
Type A (single carton) 
H=158cm x L=142cm x W=14cm

Weight
Table tennis table 112,5 kg, 
with packaging 118 kg
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Quality
made in

Germanygeprüf te
Sicherheit

TÜV
Thüringen
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10 years
warranty1)

Technische Änderungen vorbehalten.
Schläger und Bälle sind nicht
im Lieferumfang enthalten.

Art.-Nr. 244.DEFG/HI

Durable. 
Robust. 

Weatherproof.

THE alternative 
to concrete 

table.
1)for outdoor melamine resin boards

according to our warranty terms

Field of use
Outdoors

Tabletop
** Melamine resin board 10mm, metal frame 
50 x 20mm, massive substructure

Net set
Metal net 2mm

Undercarriage
Standard (type 1), chrome look

Special features
Net and metal construction galvanised,
bottom attachment plate made of stainless steel

Assembly video
http://q-r.to/badsiR
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Field of use
Outdoors. To be used throughout the year.

Tabletop
** Melamine resin board 10mm, grey, green or blue,
limited impact-resistant against dampness, double 
strengthening by the frame 50 x 20mm and additio-
nal cross section 50 x 20mm

Net set
Metal net made of 2mm sheet steel, galvanised
and varnished.

Locking
Solid hold through anchoring on the standing area.

Undercarriage
Rectangle-tube-profile 100 x 60 / 70 x 40mm, gal-
vanised sheet, colour: cromlook, powder-coated.

Special features
The best possible alternative to a table tennis table made of concrete: 
Perfect playing conditions, stable underconstruction, very reasonable 
price.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/badsiR

Dimensions
Playing position: L=274cm x W (with net)=159cm x h=76cm
(tabletop in accordance with international dimensions)

Packaging
Type B (double carton) 
H=158cm x L=142cm x W=23,5cm

Weight
Table tennis table 115 kg, 
with packaging 126 kg
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Quality
made in

GermanyEN 14468-1
Class A

S 7-63

Art.-Nr. 258.DEFG/HI
Delivery will be made 
without bats and balls.

Subject to technical alterations.

Table tennis table
ITTF approved

Assembly video
http://q-r.to/060j

Field of use
Indoors

Tabletop
*** Chipboard 25mm, metal frame A 60mm

Net set
Primus-II-EN-stationary-compact

Undercarriage
Compact (type 4b),
colour: grey aluminium and light grey

Wheels
4 wheels Ø 100mm, with rubber tread, all wheels 
are manoeuvrable, 2 of them are lockable

Locking system
Handle system

Special features
Height adjuster
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Service: Assembly instructions and 
information for users are included 
in delivery. Instruction for use, as 
well as the service code number (for 
technical questions or complaints) are 
to be found on the underside of the 
table top.

Warranty claim: 2 years (according to 
legal regulations).

Security advice: The table tennis 
table has to be placed on level ground 
and should be secured against rolling 
away or tipping over.

Assembly video
Practical supplement to the assembly instruction. Step by step to the 
finished table tennis table - clearly explained in the video. Available 
via QR code. Link: http://q-r.to/060j

Field of use
Indoors. For national and international tournaments. 
In playback-position for sole training, too.

Tabletop
*** Chipboard 25mm, coated several times with
special varnish, green or blue. High stability
through metal frame A 60mm.

Net set
Primus-II-EN-stationary-compact, net black.

Locking system
Handle system. Metal handle underneath the tab-
letop unlocks both of the safety devices simulta-
neously. Simple and automatic click-mechanism in 
storage and playing position of the table.

Undercarriage
Rectangle-tube-profile 40 x 40mm, square-profile
40 x 10/20 x 10mm, colour: grey aluminium, 
powder-coated.

Wheels
4 wheels Ø 100mm with rubber tread, all wheels are manoeuvrable, 
2 of them are lockable.

Special features
Balance of different standing positions and unevenness up to 30mm 
through height adjusters on the outer legs.

Packaging
Type B (double carton) 
H=158cm x L=142cm x W=20cm

Weight
Table tennis table 109 kg, 
with packaging 120 kg

Dimensions
Storage position: L (with net)=186cm x W=71cm x H=155cm 
Playing position: L=274cm x W (with net)=186cm x H=76cm 
(Tabletop in accordance with international dimensions)
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